valve regulated
sealed lead acid type
rechargeable battery
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Physical Specification

Nominal Voltage

Nominal Capacity (10HR)

12v
42AH

Dimension

Length
Width
Container Height
Total Height (with Cover)

197 + 2mm (7.76 inches)
165 + 2mm (6.50 inches)
170 + 2mm (6.69 inches)
170 + 2mm (6.69 inches)
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Discharge Time

{rmin)

0 05

Yy 4 B 7

0 C( 32F)

6 42 g0 140 280

'Discharge CClrren{ (A)

Weight

Approx 15.4kg (34.0lbs)

Standart Terminal

Threaded Insert 6mm STUD

Discharge Characteristics (25° C,77°F)

Electrical Specification s
20 hour rate (225"“) 45.0AH Initial Charging Current _é,
10 hour rate (4.20A)| 42.0AH =
C:ati?w 5 hour rate (7.20A) 36.0AH Gyt |, [0 eizA, Yotuos. S
pa 3 hour rate (10.9A)| 32.7AH |constant- taA Ve ST Y aPINC ) @ [ 2 %2k |
1 hour rate (25.2A)| 25.2AH Temp, Corfficient -30mV/*C = & . ,/45!\ Il
Voltage § ’
. 40°C (104°F)| 103% No limit on Initial Charg- 78 } o .
Capaclty Ko ing Current Voltage 1854 90A
_]_affECtEdth SERHT) e Standby|13.5 v~138 V at25°C (77°F) 0 3 510 20 0 02 3 5 10 20
emperature :
pe 0°C (32°F)|  86% Temp. Corfficient -20mV/°C min Discharge Time h
Constant Current (Amp) and Constant Power (Watt) Discharge Table (25°C,77°F)
T~ Time(Minute)| 4o 15 | 20 30 45 | 60 120 | 180 240 | 300 360 | 480 600 | 1200
Amp finalVoltage | 73 13 |13 16 16 | 167 17| 175 | 175|175 | 1.75 | 18 18 | 1.8
Watt/Cell H““HH
A/ Batt 105/ | 798 | 63.0 | 483 | 336 | 252 | 147 | 109 | 84 | 72 | 64 | 50 | 42 | 225
W/ Cell 1974 | 1512 [ 1235 | 911 | 66.8 | 499 | 292 | 218 | 168 | 144 | 128 | 100 | 84 45
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