SB 12-80 (L) (12V 80AH)

Nominal Voltage 12v
Nominal Capacity (10HR) 80 AH (L)
Length 348 + 3mm (13.70 inches)
Width 167 + 2mm (6.57 inches)
Dimension Container Height i gﬂ m}
Total Height (with Cover)
Weight Approx 25kg (55.21bs)
Standart Terminal T6

20 hour rate (4.0A)| B80AH Initial Charging Current
Rated [l pourree (1204) 6ASAH| | cyom | o men 2250 Vouge
Capacity 3 hour rate (10.5A) 58 5AH 14.4 V-15.0V at 25°C (T7°F)
1 hour rate (45A),  45AH Temp. Corfficient -30mV/°*C
Voltage
40°C (104°F)| 103% No limit on Initial Charg-
Capacity s o ing Current Voltage
TaﬁeCtEdth 25°C (77°F)| 100% Standby| 43 5 v-13.8 v at 25°C (77°F)
emperature i
0°C (32°F)|  86% Temp. Corfficient -20mV/°C
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Time(Minute) 19 15 | 20 30 45 | 60 120 | 180 240 | 300 360 | 480 600 | 1200
Amp Ffinal Voitage | 5. 13 (13 | 16 | 16 | 167 | 17| 175 | 175|175 | 175 | 1.8 18 | 1.
Watt/Cell
A/ Batt 1875 | 1425 | 1125 | 863 | 600 | 450 | 263 | 195 | 150 | 129 | 114 | 89 | 75 | 40
W/ Cell 352.5 | 2700 (2205 | 162.8 | 119.3 | 89.1 | 522 | 389 | 209 | 257 | 228 | 179 | 150 | 80
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